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Lumen Output

Maintained Power

Standby Power
Maintained (M) or Non-maintained (NM)

Recharge Time
Viewing distance
Operation temp. 0-40°C

Battery type Li-lon

* Luminaire automatically shuts off after 3
hours 7 minutes to prolong battery life.
Maintained (M) or Non-maintained (NM)
**First charge can take up to 16hrs.
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Manual Testing

Self Testing
Integrated Test Button
Remote Controllable

Bulkhead
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3 hours* (M/NM)

250Im (M)
100Im (NM)
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8 hours**
25m

-20°-40°C

2200 mAh
3.7V 8.14Wh
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Downlight
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3.6V
2.5Ah

Surface
Downlight

IP20
IKO6
4000K
MT, ST, IT, RC
v
Class Il
230V +/-10%
v

v

3 hours* (NM)
140Im,

150Im,
270lm

1.5W and 3W
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3W =3.6V
5.0Ah

Twinspot
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3.6V 5.0Ah
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Manufacturing LED lighting since 1972.

Emergency Exit Signs are ICEL Endorsed
and manufactured to provide full compliance
to current standards, including BS EN60598-
2-22 and ISO 7010.

Testing and commissioning (for self-test

products) must be carried out according to
BS EN 50172:2004.
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Emergency

Exit Box
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Self Test Function

30 second functional test carried out
automatically once a week

3hr duration test every 52 weeks.
First full duration within the first

4 weeks of the luminaire being
connected to power

50,000 hrs  5700K 82Im IK07
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Solid IK07 steel self-contained Emergency
LED Exit Box can be fixed to the ceiling

or wall. Ideally place within larger areas to
fully optimse maximum viewing distance of
34m. With an IP20 protection class it is only
suitable for internal usage.
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Indoor Use IP20

82 lumen dedicated downlights and 3W exit
box can be wired for either maintained or non-
maintained operations.

Specifications & Features

+ Insulation: Class |

* Housing: Steel

+ Legend panel: Polycarbonate

+ Finish: Matt white

«  Dimensions (mm): 392(L) x 196(W) x 41(D)
+ Net weight: 1.08kg

+  Ceiling or Wall mounting

+ Integrated test (Self-test version available)

« Optional remote control available (REM10)
+  BESA entry template on rear

Both have an integrated test button which
can be remote controlled to initiate pre-
commisioning, functional, duration tests on
demand, and check the status of the battery.

i

Self Test Function

+ 30 second functional test carried out
automatically once a week

+ 3hr duration test every 52 weeks.

+ First full duration within the first

4 weeks of the luminaire being
connected to power

Double-sided IK07 polycarbonate self-
contained Emergency LED Exit Blade
can be fixed to the ceiling, celing recessed
mounted (kit available), suspended using a
gimble fitting (kit available) or wall mounted
(panel is removable for mounting to wall).

Ideally place within larger areas to fully
optimse maximum viewing distance of 30m.
With an IP20 protection class it is only
suitable for internal usage.

3W (M) 0.5W (NM) exit blade wired for either
maintained or non-maintained operations.

Both have an integrated test button which
can be remote controlled to initiate pre-
commisioning, functional, duration tests on
demand, and check the status of the battery.

Other legends available: down, left and right.
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Indoor Use IP20

Specifications & Features

+ Insulation class Il

* Housing: Polycarbonate

+ Legend & Bracket: Polycarbonate

* Finish: Matt white

+ Dimensions (mm): 341(L) x 247(W) x 46(D)

+  Box dimensions (mm):
355(L) x 260(W) x 55(D)

+  Net weight: 1kg

+ Ceiling, wall, suspended or recessed
mounting

+  Optional remote control available (REM10)
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Education

Bulkhead
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50,000 hrs 250lm  4000K IK10

Lightingand _isjiL e
exit signs

| are effective,

e ey functional Hospitality Lol

LED Bulkhead can be fixed to the wall or
ceiling. ldeally place within larger areas to

PR o e seeeo and perfectly
placed.

Indoor & Outdoor Use P65 suitable for internal and external usage.

Specifications & Features 250 lumens (100 Im non-maintained) and
5W LED can be wired for either maintained

or non-maintained operation.

Insulation: Class I Residential
H_ousing: Polycarbonate The emergency bulkhead, functions for up
Diffuser: Polycarbonate to 3-hours of low-level lighting in the event

Finish: Matt white. of a power failure. It will operate at 55% of
Dlmens.|0n3 I L its full luminaire, this ensures safe lighting is
Net weight: 1.1kg

Ceiling or wall mounting
Besa box fixing

Hinged gear tray
Conduit either end of unit

available when exiting any unit or building.

Industrial




Emergency 8
Mini Downlight =

@ Emergency
Downlight Range Mini DOWﬂllg ht

Self Test Function

+ 30 second functional test carried out
automatically once a week

+ 3hr duration test every 52 weeks.

* First full duration within the first

4 weeks of the luminaire being
connected to power

Manual test mini-downlight features a built
in self-test function which is activated via
remote control* once installed.

Emergency IP20 Downlights are ICEL
Endorsed and manufactured to provide
full compliance with current applicable
standards.

Technical Features

Fast battery re-charge with Li-ion battery**
Microprocessor controlled battery charging
Deep discharge protection

4000K IK06
There are two types of IK06 downlight

available. Ak T
\ R
: ithi e Rk
One delivers a better coverage within a Additional features via Remote Ay At
much larger and the other is a el | s T
e : Control =g
specifically designed for and ~

narrow passageways. _ :
Activate self-test (requires remote

control)
Pre-commissioning

Mini Recessed LED downlight 3hr gattetfy CTeCtk
NM 1.5W uration tes

Mini Recessed LED downlight 3hr
NM 1.5W

Indoor Use  IP20

Specifications

Insulation: Class |l
Housing: Polycarbonate
Finish: Matt white Lumen Output 125° = 200Im 145° x 75° = 200Im
Lens: Polycarbonate

Net Weight: 0.16kg

Automatic Self-test (activated with REM10)
Dimensions (mm):

Head @45 x 24.7(D) * Activate self-test feature requires a remote control
Cable length back of light to body 87mm **Please note: First charge can take up to 16hrs.
Body 189.7(L) x 25(D)




Emergency
Surface

Downlight
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Indoor Use IP20

Specifications & Features

+ Insulation: Class Il

+ Housing: Polycarbonate

+  Finish: Matt white

+ Deep discharge protection

+ Microprocessor controlled battery charging
+  Pre-commissioning feature

« Cable entry side and rear

* Integrated test button

« Dimensions (mm): @75 x 40(D)

* Net weight: 1.5W = 0.27kg, 3W = 0.32kg
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Self Test Function

30 second functional test carried out
automatically once a week

3hr duration test every 52 weeks.
First full duration within the first

4 weeks of the luminaire being
connected to power

Solid IK06 Emergency LED Surface
Downlight can be fixed to the ceiling. With
an IP20 protection class it is only suitable for
internal usage.

150Ilm (125° open area lens), 140lm (145°
corridor lens), 270lm (155° open area lens).
Available 1.5W or 3W as a non-maintained
light.

Both have an integrated test button which
can be remote controlled to initiate pre-
commisioning, functional, duration tests on
demand, and check the status of the battery.

Self Test Function

+ 30 second functional test carried out
automatically once a week

+ 3hr duration test every 52 weeks.

+ First full duration within the first

4 weeks of the luminaire being
connected to power

Robust IK10 polycarbonate Emergency
LED Twinspot can be fixed to the wall or
ceiling. With an IP65 protection class it is
suitable for internal and external usage.

Self test and manual test available in 350Im.
Non-maintained 350Im in emergency mode.

Both options can be remote controlled to
initiate pre-commisioning, functional, duration
tests on demand, and check the status of the
battery.

@ Emergency
= Twinspot
R

350lm  4000K

(310} %

Indoor & Outdoor Use P65

Specifications & Features

+ Rotatable (160°) and tiltable (90°) Spot

+ Deep discharge protection

+ Microprocessor controlled battery charging

+ Self-test version optional

+ Remote control optional

+  Pre-commissioning feature

+ |P65 Cable gland included

+ Dimensions (mm): 227(L) x 226(H) x
62mm(D)

+ Low stand-by power consumption < 0.5W
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Emergency
Remote Box
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Operation temp.
0-50°C

Emergency Conversion Remote Box with
Switchable Self-test

Manufactured to provide full compliance with
current applicable standards. Ideal for use
with LED panels and downlights, it is easy to
install and has an automatic self-test feature
as standard, with the option of remote-
control. Supplied prewired with ‘twist-lock’
connectors (SELV terminals for 300V) and
all cables pre-labelled.

LED Forward Voltage Range 10-50V DC or
50-300V DC. An LED indicator bezel and
mains connector are included.

Specifications & Features

Insulation: Class Il
Product Dimensions (mm):
223(L) x 55(W) x 25(D)

Net Weight: 0.37kg

Deep discharge protection
Microprocessor controlled battery
charging

Automatic self-test (activated by
removing link)

Remote control optional (when IR/R
connected)

Pre-wired for easy installation

LED indicator bezel and mains connector
included

Compatible with LitelP module G2-E3M
LED Forward Voltage Range: 10-50V DC

Remote control is compatible* for

emergency units and conversion kits where
applicable. Perfect for sending commands,

self-testing, to out of reach luminaires.

Additional features sting via Remote
control:
*  Pre-commissioning
+ Self-test activated (mini downlight)
+ Battery check
+ Duration test

Device should only be used by a qualified
personnel. Please note: Luminaire
automatically shuts off after 3 hours 7
minutes to prolong battery life.

Specifications & Features

Two AAA batteries required
+ Net Weight: 0.06kg

1. Press button TEST to carry out a
“Functional Test”

2. Press button “MT ON” to initiate a “Full
Duration Test”.*

3. Press button “MT OFF” to interrupt “Full
Duration Test”.

4. Press button “BAT CHK” to check status

of battery’s health.**

Enable test function

Disable test function

Self-test Check

No o

* Note that when the “Full Duration Test” is completed
the batteries require up to 8 hours to be re-charged
again.

** Note that battery status is recorded and updated
after full duration test is completed .

Emergency
Remote Control

*remote icon
is located with
compatible

e products.
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Indoor Use  IP20



EMERGENCY
LED Lighting

For A Range Of Applications

Office
Hospital
Warehouse
Commercial Letting
Residential Letting
College & Education
Sporting Facilities
Social Housing
Industrial Unit
Stadium
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50,000 hrs 3-hrs Maintained Operation
Lifetime (L70) Non-maintained temp 0-40°C

FernHoward

aMATRIXCompany

1 Featherstone Road, Wolverton Mill,
Wolverton, Milton Keynes, MK12 5TH

lighting@fernhoward.com | +44 (0) 1420 470 400 | www.fernhoward.com



