FernHoward

Recessed emergency downlight Lig hting

Emergency IP20 Downlights are ICEL Endorsed and
manufactured to provide full compliance with current
applicable standards.

There are two types of downlight available.
One delivers a better coverage within a much larger

Open Area and the other is specifically designed for
Corridors and narrow passageways.
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PRODUCT FEATURES SIMPLE TO INSTALL AND USE
e Microprocessor controlled battery charging o Self-test function as standard

- 30 second functional test carried out automatically
once a week
- 3hr duration test every 52 weeks
- First full duration within the first 4 weeks of the
 Self-test feature as standard(1.5W versions) and highly luminaire being connected to power
efficient optics

e Deep discharge protection

e Recessed mounting

e Li-ion battery with 5 year warrant
i y y ®  Optional remote control available

e Full compliance with current standard
EN 61347-1, EN 61347-2-7, ENEC Certified,
EN 61347-2-13, EN62034, ICEL Endorsed

TYPICAL APPLICATION

Ideal for industrial and commercial applications, such as:

e Factories

* Residential buildings
e Commercial buildings

e Exhibition venues & showrooms

*  Shopping centres

For more Information call +44 (0)1420 470 400 email lighting@fernhoward.com or visit www.fernhoward.com



Emergency Mini Downlight
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Image of an installed downlight

TECHNICAL INFORMATION

Emergency Mini Downlight

Dimensions(1.5W):

Head @45mm x 24.7mm (D)

Cable length back of light to body 87 mm
Body 189.7mm(L)x 25mm (H)

Dimensions(3W):

Head @40mm x 30mm (D)

Cable length back of light to body 87 mm
Body 230mm(L) x 25mm (H)

Net weight:

0.16 Kg

Colour : Mounting type :
O Matt White (=) Recessed

ﬂ Interior
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For more Information call +44 (0)1420 470 400 email lighting@fernhoward.com or visit www.fernhoward.com
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Emergency Mini Downlight

ORDERING GUIDE

Standard Product Code Product Description Performance
Data

Wattage W
Colour Temperature K

Emergency Mini Downlight

FHEM-FXD01S-1.5-0-3 Emergency Recessed Downlight (Open) 1.5watt . 4000K | Open Area
FHEM-FXD01S-1.5-C-3 Emergency Recessed Downlight (Corridor) 1.5 watt - Corridol

FHEM-FXD02-3-0-3 Emergency Recessed Max Downlight (Open) 3 watt 4000K | Open Area
FHEM-FXD02-3-C-3

Emergency Recessed Max Downlight (Corridor) 3 watt Corridor

FHEM-REM10 Remote control

1.5 or 170 to 4000K
3w 330 m

STANDARDS

el B0 3 ()
CE

61347-2-7 @61347-2-13

FernHoward

a Matrix Company

Fern-Howard Ltd, 1 Featherstone Rd, Wolverton Mill, Wolverton, Miltton Keynes MK12 5TH. Call +44 (0)1420 470 400 or email lighting@fernhoward.com

Registered in England Reg. No. 3202749. We reserve the right to alter specifications without notice in accordance with our policy of continuous product
improvement. Design and copyright reserved and our standard Term & Conditions apply. Full details of our warranty can be found on our website
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