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- Installation Instructions

Multi-wattage CCT gear tray

FHBL260-VW-CCT-GT-SQ
FHBL260-VW-CCT-EM-GT-SQ
FHBL260-VW-CCT-MS-GT-SQ
FHBL260-VW-CCT-EM-MS-GT-SQ

Technical Data

www.fernhoward.com

Pre-Installation Notes

and wired in accordance with the latest edition of the IEE 
Electrical Regulations.

Make sure that the ‘Incoming Mains Supply’ is switched off 
before working on this luminaire.

Information regarding Part Number, Description, Voltage, 
Frequency, IP rating and Lumens is shown on the label 

High voltage insulation test equipment “Must Not” be 
used on luminaires.

The is suitable for use within ambient temperature 
ranges of -200C to +400C only.

Performance and Warranty

of installation, provided that the installation is carried out 
within two months of purchase, subject to the following 
conditions:

•

• Fern-Howard Ltd. shall not be liable for any 
consequential loss or damage caused directly or 
indirectly by any defective or otherwise.

• Battery packs are guaranteed for 36 months but are 
expected to have a life of at least four years if used 

accordance with the standards in our literature.

The light source contained in luminaire shall only be replaced by 
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Multi-wattage CCT LED gear tray - Installation Instructions
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It is the responsibility of the installer to ensure correct installation.

Fern-Howard do not accept any loss or damage to the product, private property and/or persons due to
inadequate or incorrect installation. 

Fern-Howard reserve the right to alter the specifications and/or improve products without prior notice. 
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Screws 
Not 

Supplied

IP rating must be retained. An M20 IP65 or IP44 cable 

a proprietary silicon sealing compound.
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Multi-wattage CCT LED gear tray
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This product is warranted for from the date 36  months 

MIN 1.5mm2

DIP switch settings

Colour temp.(CCT) 2700K 6500K

DIP switch settings

Colour temp.(CCT) 2700K 6500K

Colour temperature setting instructions

4000K

ON ON ON

1    2 1    2 1    2

12W 13W

280mA         11W

350mA         14W

450mA         19W

Current

Wattage setting
instructions

(Standard/EM)


